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LIGHTING PROJECT:

INTELLIGENT EMERGENCY LIGHTING SYSTEMS

TYPE:
Compact Central Battery
Emergency Lighting CATALOG #:
The most efficient way to comply with the Life Safety
Code by minimizing battery maintenance. Capable of User’s Manual

reducing operating expense by more than 90% compared COMPACT EMERGENCY UNIT El 1_', i[s

to self-contained battery systems (unit equipment) and
large inverter systems. Models are available to deliver Serles CBE
50-100 watts of emergency power to any combination REV #: CBE.10.26.06
of emergency luminaries and exit signs, for a minimum

of 90 minutes.

Valuable options include an LCD test panel with diagnostic
data display and programmable test protocols. ; EEEACT CENTRAL BaTTERY avarin

ELECTRONICS
Self-Test/Self-Diagnostic operation is standard in all versions.

* Isolated, all solid state power supply with universal input from
120 VAC to 277 VAC.

» Using precise current and voltage regulation.

» Power supply is surge and spike protected, with a
low voltage disconnect.

» An advanced microprocessor monitors all charger functions
and battery condition continuously and automatically performs all
tests and visual indications required by UL Standard 924.

CONSTRUCTION & OPERATION
» Supplies emergency power at 12VDC for 90 minutes to any
combination of PATHLITE emergency remotes, MOONLITE
LED emergency lighting fixtures, and exit signs.

» Up to four 12V emergency branch circuits with wire size from
#18AWG to #12AWG can be installed with 1-hour rated metal
jacket type “MC” cable, per NEC 700.9 (d)(1). If required, loads CODES
may be rated for Class 2 wiring. Hard conduit Class 1 wiring is not ~ * Manufactured and tested to UL Standard 924,
required unless specified by local codes. NFPA Life Safety Code101.

*+ NEMA Type 1, UL 50 steel cabinet for surface or optional recess

mount. "5 year total cust tisfacti t
+ Two CBE models are offered to supply from 50 and 100 watts thfzgt:i; ggé’ ggﬁ:esxa;oz%l:?r]c;g;;zntgéhnical
emergency power. Less than 25 watts power consumption in data section.
standby mode.
+ Battery is readily accessible for inspection and maintenance by
facilities personnel, allowing timely replacement when indicated bESIGNED
& MADE IN

by the diagnostic system. W‘_- | 6'"’ . SiEE BAA

ORDERING INFORMATION- Example' CBE100P - SD

90 MINUTE
MODEL OUTPUT WA'I'I'S1 AC INPUT VOLTS HOUSING COLOR OPTIONS

(Blank) 120/277 P PAINTED LCD Display Screen with Diagnostic Controls and RT Clock
LOK Key Lock for enclosure door
100 HV 480V G GALVANIZED T No Annual Auto Test
1 . RT Remote Test Panel
Output Watts for Extended Ru_n Time = _ _ SD  Security / Night Lighting
90 Min Output Watts X 90/ Desired Run Time (Mins) REC Recessed Mount

Example: Output Watts for 2 Hrs from 100W
unit = 100 x 90/120 = 75 Watts
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Compact Central Battery Emergency Unit

MOUNTING DATA & DIMENSIONS:

SURFACE MOUNT
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RECESS MOUNT (OPTION REC)
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REMOTE EMERGENCY LIGHTING FIXTURES & EXITS

The following products operate from emergency power supplied from the CBE battery System

Series CBE

REV #: CBE.10.26.06

SELF- TEST DIAGNOSTIC FUNCTIONS

STATUS LED DISPLAY
NORMAL FULL CHARGE GREEN ON
NORMAL FAST CHARGE ORANGE ON
FAILED BATTERY . . RED FLASH FAST
FAILED LAMP GREEN FLASH
FAILED TRANSFER ORANGE FLASH
% FAILED CHARGER . . RED FLASH SLOW
o
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R
)
9
INPUT |PANEL SIZE NoREwW
L SCREW |WEIGHT**
MODEL  |y6) TAGE [H" X W™ X D LOCATION
H" X W
CBE-100 | 120/277 | 16x12x4 | 11x13 245 Ibs.
VAC
CBE-50 | 120/277 | 16x12x4 | 11x13 18 Ibs.

VAC

**Weight includes SLA battery.
**Weight does not include the security lighting option

TABLE 1

MAXIMUM WIRING LENGTH
FROM CBE TO FIXTUREs

at 12VDC input.Please refer to individual specification sheets for each model for further details: WIRING | LENGTH (FT)
SERIES DESCRIPTION SIZE AWG|—GBE
PATHLITE Remote Emergency Remote Heads.
Moonlite LED LED Emergency Lighting Fixtures #18 50
Exits Die Cast, Edge Lit, & Universal Thermo- plastic #16 90
#14 150
SEE TABLE 1 FOR MAX WIRING LENGTH | L_#12 250
) CBE i
g “Emorgencyunt " |LEM + OUTPUT 12 VDC > MAX
100 Watts EXIT/EM + [ LOAD
INPUT for 90 min Common T 100w
1201277 VAC NEG - i
OUTPUT &
3 CONDUCTORS - @ .;lij}—”é"
(1) RED+ - . W
(1) YELLOW+ IND : MR
(1)BLUE - 66w HPO (W)
WPM (6.6W) BW)
(10W)
BT el
CRS (2W) BLD (2W)
Contact Signtex for layout assistance.
DISTRIBUTOR Code compliant emergency lighting layouts provided!
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